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INSTRUCTION MANUAL
BELL202 MODEM

(RS-232-C interface)
MODEL COP-H

BEFORE USE ....
Thank you for choosing us.  Before use, please check con-
tents of the package you received as outlined below.
If you have any problems or questions with the product, 
please contact our sales office or representatives.

 ■  PACKAGE INCLUDES:
Bell202 modem ....................................................................(1)

 ■MODEL NO.
Confirm Model No. marking on the product to be exactly 
what you ordered.

 ■ INSTRUCTION MANUAL
This manual describes necessary points of caution when 
you use this product.

CONNECTION
• Connect the RS-232-C connector end of the COP-H to the 

PC.
• Connect the polarity-insensitive test clips across the re-

ceiving resistor of the target device.

 ■CONNECTION EXAMPLE

PC

2-wire Universal 
Temperature Transmitter  

(model: B6U)

COP-H 250Ω

+

–

24V DC
Power
Source

Warning
DO NOT use the COP-H in explosive atmosphere.
DO NOT connect the COP-H to intrinsic safety circuits.

EXTERNAL DIMENSIONS  unit: mm (inch) 

35
 (1

.3
8)

approx. 1000 (39.37) 50 (1.97) approx. 500 (19.69) 60 (2.36)


