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■ PULSE INPUT FREQUENCY
Specify frequency range in the following table.  0.01 Hz – 10 kHz per 8 points.

PI CH. NO. FREQUENCY RANGE (Hz) DEFAULT COMMENTS

CHANNEL 1 –   8 0 – 50 Hz

CHANNEL 9 – 16 0 – 50 Hz

■ PULSE INPUT SCALING FACTOR
Scaling factor: 0.0001 x 10–5 – 1.000 x 104

PI CH. NO. SCALING FACTOR DEFAULT COMMENTS

CHANNEL   1 1

CHANNEL   2 1

CHANNEL   3 1

CHANNEL   4 1

CHANNEL   5 1

CHANNEL   6 1

CHANNEL   7 1

CHANNEL   8 1

CHANNEL   9 1

CHANNEL 10 1

CHANNEL 11 1

CHANNEL 12 1

CHANNEL 13 1

CHANNEL 14 1

CHANNEL 15 1

CHANNEL 16 1

■ ANALOG INPUT Specify Zero (0%) and Span (100%) value for each channel.  For Code A0 only.
Input range: specific range for each point within 0 – 10V DC
Minimum span: 1V

AI CH. NO. ANALOG INPUT 0% VOLTAGE (V) ANALOG INPUT 100% VOLTAGE (V) COMMENTS

CHANNEL   1

CHANNEL   2

CHANNEL   3

CHANNEL   4

CHANNEL   5

CHANNEL   6

CHANNEL   7

CHANNEL   8

CHANNEL   9

CHANNEL 10

CHANNEL 11

CHANNEL 12

CHANNEL 13

CHANNEL 14

CHANNEL 15

CHANNEL 16
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