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ORDERING INFORMATION  MODEL :  R30PA2

PLEASE FILL IN THIS SECTION 
 

 
Model 

Company 

Name 

P/O No. 

FACTORY USE ONLY 
 

 
Job No.   

Ser No.    

Sales 

 

Specify the items you want to change.  Default setting will be used if not specified. 
DEFAULT shows values in case of nothing specified. 

■ MAX NO. OF TOTALIZED PULSE 

CHANNEL 
 

SET VALUE DEFAULT VALUE 
Factory 
Internal 
check 

INPUT 1 1 to 4,294,967,295  4,294,967,295 □ 

INPUT 2 1 to 4,294,967,295  4,294,967,295 □ 

 

■ COUNT AT OVERFLOW (set the value to which the count returns.) 

CHANNEL AVAILABLE VALUE SET VALUE DEFAULT VALUE 
Factory 
Internal 
check 

INPUT 1 0 or 1  0 □ 

INPUT 2 0 or 1  0 □ 

 

■ COUNT PULSE EDGE 

ITEM SET VALUE DEFAULT VALUE 
Factory 
Internal 
check 

COUNT PULSE EDGE 
□ Falling edge (DI-ON) 

Falling edge (DI-ON) □ 
□ Rising edge (DI-OFF) 

 

■ EXTERNAL RESET PULSE EDGE  

ITEM SET VALUE DEFAULT VALUE 
Factory 
Internal 
check 

EXTERNAL RESET PULSE EDGE           
TO DETECT 

□ Falling edge (DI-ON) 
Falling edge (DI-ON) □ 

□ Rising edge (DI-OFF) 

 

■ EXTERNAL RESET DETECTION 

ITEM SET VALUE DEFAULT VALUE 
Factory 
Internal 
check 

EXTERNAL RESET DETECTION 
□ Disable 

Disable □ 
□ Enable 

 

■ RESET/PRESET FROM PC/PLC 

ITEM SET VALUE DEFAULT VALUE 
Factory 
Internal 
check 

RESET/PRESET FROM PC/PLC 
□ Disable 

Disable 
□ 

 
 □ Enable 

 

Approved by 
(Factory) 

Approved by 
(Sales office) 

Issued by 
(Sales office) 

Set by 
(Factory) 


